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Harvester head

Ponsse H53 is a multi-purpose head for stems under
50 cm (20 in) in diameter. It works efficiently in either
final felling or thinnings. The H53 has excellent ma-
noeuvrability and capacity with a harvester head this
light. It handles stems up to 50 cm (20 in) in diameter
with unbelievable efficiency. It has ample feed power
and it tightly grips the stem with three feed rollers.
The hydraulic connection of the feed rollers guarantees
a non-slip grip, which extends the service life of the
feed motors.

The H53 has five delimbing knives that effectively
delimb trees without debarking the stem. The front
knives are specially designed for delimbing down to
the small top diameter. The rear knives are designed
for delimbing heavy limbs all the way from the butt-
end.

As the H53 gets a firm grip on the
stem, it provides a very accurate
measurement of stem diameters. A
roller is located in the center of the
harvester head that measures
stem length, so the
measuring grip on the

stem does not change during feeding. Feeding friction
of the H53 has been minimised so that the tree moves
effortlessly through the feed rollers. The H53 easily
handles all types of stems; birch, pine, eucalyptus
and Sitka spruce.

Felling is accurate and controlled with the Ponsse
H53, and the head hanger has an extensive range
of movement. A computer adjusts the stem grip force
according to the its diameter during felling, sawing,
and handling of the thick part of the stem. The strong
grip also makes it possible to pull heavy stems with
the crane. The stem pressing force is correspondingly
lowered while thin stems are being pruned. After the
stem is cut, the automatic saw control smoothly stops
the saw. The Ponsse H53 can be fitted with color
marking, stump treatment equipment and an OptiQil
chain lubrication system.

the stem tightly without damaging the

The plate rollers in the picture are pa-
tented. US.Pat. 6394259.

Ponsse harvester heads are
easy to service and adjust.

Rubber-cushioned steel plate rollers grip

tree. Steel claw rollers are also available.
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Harvester heads

Ponsse H60 and H60e are mid-size multi-purpose
heads for final felling and thinning. Reliable H60/e
harvester heads have been manufactured since 1987.
The design and structure of the H60 have been de-
veloped over the years, resulting in a very reliable
and versatile unit. Its reliability is based on its solid,
compact structure. The jointed arms are as short and
thick as possible.

The H60/e has unequalled capacity for a har-
vester head this light. The feed power of the head is
24 kN (5400 Ib) and the feed speed is as high as 5
m/s (17 ft/s). This guarantees efficient handling of
stems up to 65 cm (25.6 in) in diameter. Regardless
of its high capacity, the unit is light and
narrow, and it does not unnecessarily
damage trees left standing.

The H60/e is equipped with bogie
style roller assemblies that conform to
the shape of the tree. The assemblies
can be fitted with paired rollers or tracks.
The feed rollers have a non-slipping, very
powerful grip. The track rollers have a

wide, powerful grip that minimises surface damage
to the stem.

The H60 is fitted with either 2 or 4 delimbing
knives and the H60e with 3 or 5 delimbing knives,
depending on the customers’ needs. The delimbing
result is perfect with the bogie roller design and a fast
powerful feed. Although the HB0 delimbs efficiently,
it does not debark the trees.

The units valve system is located in the harvester
head itself, making it easy to service and adjust. The
hydraulic hoses are routed to minimize damage. The
Ponsse HE0/e can be fitted with color marking, stump
treatment equipment and an OptiQOil chain lubrication

system.

The H6Oe is based on the same reliable
technology as the H60. The H60e’s
specifications have been improved by
adding, for instance, a hydraulically
movable rear delimbing knife.

Over 10 years of technical developments
have made the H60 extremely reliable
and structurally versatile. The paired
roller feeder is shown in the picture.

Technical information

Harvester head
Ponsse H73 is an exceptionally versatile multi- through the feed rollers. The H73 easily
purpose harvester head. It is at its best when han- handles all types of stems. The non-
dling heavy stems, but it is also easy to use for slipping grip makes it possible to pull
thinning. even the heaviest stems without difficulty.
The H73 has excellent capacity for a harvester Opening and closing all happen

head this light. It handles stems up to 70 cm (27”) quickly with the H73. Sawing meets the
in diameter with unbelievable efficiency. It has ample capacity requirements of the heavy-duty

feed power and it tightly grips the stem with three grapple. After the stem is cut, the au-
feed rollers. The hydraulic connection of the feed tomatic saw control smoothly stops the
rollers guarantees a non-slip grip, which extends saw. The Ponsse H73 can be fitted with
the service life of the feed motors. color marking, stump treatment equip-

The H73 has five delimbing knives that effi- ment and an OptiOil chain lubrication
ciently delimb trees without damaging the bark of system.

the trees. The front knives are specially designed
for delimbing down to the small top diameter.
The rear knives are designed for delimbing
heavy limbs all the way from the butt-end.
Due to the firm grip on the stem by the
H73, the measurement of stem diameter is
very accurate. A roller is located at the center
of the harvester head that measures stem
length, so the measuring grip on the stem
does not change during feeding. Feeding
friction of the H73 has been minimised
so that the tree moves effortlessly

Rubber-cushioned steel plate roll-
ers grip the stem tightly without
damaging the tree. The plate roll-
ers in the picture are patented.
US.Pat. 6394259.

Technical information
Weight in working condition (incl. rotator
and hanger)............... 1100-1150 kg (2444-2556 Ib)

Weight in operating condition Length....ccoooiiiiiii, 1515 mm (59.5 in)
. - - (incl. rotator and hanger) depending WIidth. ..o 1440 mm (56.5 in)
Technical information on the equipment.............. 850-950 kg (1870-2090 Ib) | Height without rotator ......... 1640 mm (64.5in)
Weight in working condition (incl. rotator Length....coooiiii 1420 mm (56 in) | Power consumption ............... 90 kW (120 hp)
and hanger) .........coeeeene 850kg (1870 Ib) WIdth . 1100 mm (43.5in) Operating pressure............ 20-24 MPa (2900-3500 Ib/sq in)
Length....cooeviiiiiiiee, 1330 mm (52 in) Height without rotator ............. 1400 mm (55 in) - Qil flow requirement....... 240-300 I/min (63-79 gal/min)
WIdth oo 1180 mm (46 in) Power consumption............... 70-90 kW (94-120 hp)
Height without rotator.....1150 mm (45 in) Operating pressure................ 20-24 MPa (2900-3480 Ib/sq in) Felling & bucking:
Power consumption......70-90 kW (94-120 hp) Oil flow requirement........... 240-300 I/min (64-80 gal/min) Hydraulic chain saw
Operating pressure ....... 20-24 MPa (2900-3480 (Ib/sq in) POWEr ... 45 KW (60 hp)
QOil flow requirement...200-250 I/min (53-66 gal/min) Felling & bucking: Saw bar length .. ....750 mm (29.5 in)
Hydraulic chain saw Saw SpPeed....cvveeiiiiieiiee 44 m/s (144 ft/s)
Felling & bucking: POWEN ...t 45 kW (60 hp) Chain pitch ......ccoovvieiiins 0.404 in
Hydraulic chain saw Saw barlength .......ccooviviiiiiinns 640/750 mm (25-29.51in) Cutting diameter,
POWET ...t 45 KW (60 hp) SaW SPEEA.....vviiiiiiiiii 44 m/s (144 ft/s) ONE PASS ..vvevveeireiiiaanns 640/720 mm (25-28 in)
Saw bar length ........ccevviveiiieiis 640 mm (25in) Chain PItCh ... 0.404
Saw SPEEA.....eviiiiiiieii e 44 m/s (144 ft/s) Cutting diameter, one pass............. 520/640 mm (20/25 in) Feeding:
Chain PItch ... 0.404 * Feed system.......ccccoeviiiiiincne 3 steel claw
Cutting diameter, one pass................. 520 mm (20.5in) Feeding: rollers or steel
Feed system.......coocvviiniennns 2 bogie roller assemblies plate rollers
Feeding: with either steel claws Feed force......cooovviviiinicniinnn., 26 kN (5850 Ib)
Feed system ..., 3 steel claw rollers or tracks Feed speed........cccoeviiviinnnnn. 0-5 m/s (0-16.7 ft/s)
or steel plate rollers Feedforce........ooooviiiiiiiiiiii, 24 kN (5400 Ib)
Feed force.....cocvviiiiiiiiiiiiic 18 kN (4050 Ib) Feed speed 0-5 m/s (0-17 ft/s) Delimbing:
Feed speed........coocviiiiiiiiiiiicn 0-4 m/s (0-131t/s) One stationary and four hydraulically movable knives

Maximum Opening ..........ccoeevenee. 700 mm (29 in)
Delimbing knives and feed rollers separately controlled

Delimbing:

HB0: 2 or 4 hydraulically movable knives, one stationary
HB0e: 3 or 5 hydraulically movable knives, one stationary
Maximum OPENING .....cvvevvreeirieriicniieans 600 mm (23.51n)

Delimbing knives and feed rollers separately controlled

Delimbing:
One stationary and four hydraulically movable knives.

Maximum OPENING ........ccovvreeiieeenne. 500 mm (20 in)
Delimbing knives and feed rollers separately controlled.

Measurement and control automation:
Ponsse Opti 4G

The photos and information in this brochure were correct at time of publication and
are provided as a guide only. Not all options may be available world-wide. Please

consult your local Ponsse dealer to determine the options available in your country.
The manufacturer reserves the right to make technical changes and improvements.

Measurement and control automation:
Ponsse Opti 4G

Measurement and control automation:
Ponsse Opti 4G






